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Remove 2 sets of Allen screws and 3 sets of plastic rivet trim
shown above.
Note: Two of the plastic trim rivets with circles around is held in from the inside fair-
ing not visible from the outside and are only accessible after you’ve removed the Allen
bolts and plastic trim rivets. With the fairing loose the J hook is slid and pulled out as
shown on the right.
Scan the QR code to take you to the YouTube video. For more details watch the video.

Helpful hints: Use metric tools, clean hands, put the bike on a center stand. Do not pry on the screen excessively, as it will
break without much warning.

Installation Manual for Suzuki GSX-8R
Thank you for purchasing a Zero Gravity windscreen. These
instructions give you an in-depth look at the installation process.
To receive further assistance or parts please e-mail zg@zerogravity-racing.com.

PLEASE READ BEFORE
MOUNTING YOUR WINDSCREEN

Remove LCD Instrument Cluster Plastic (For both sides)

Remove Factory side mirrors, set aside

Plastic Trim Rivets
How to remove and install Plastic rivets on the bike.

To remove these simply use a blunt point like a phillips screw driver and press in the
middle circle as shown above. To install, prep the plastic rivets as shown on top

and simply press the middle circle to fasten. Should be flush if done correctly.
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Before you start Safety tips Remove Mirrors



Suzuki GSX-8R (2024 to present) DIY Windscreen Install

2

120-IS

WWW.ZEROGRAVITY-RACING.COM

Pull up on Alignment dowels area when pulling LCD Display off. Apply even
pressure from the backside to dislodge the dowels shown above. Pull up and
away from fairing. Detach the LCD Display & Electrical cables and set aside.
Electrical wires are connected to the dash.
Unplug the connector from the dash assembly.
Note: Scan the QR code to take you to the YouTube video. For more details watch the video.

Detaching LCD Display and Electrical Connections

Remove the hidden plastic rivet trim shown left.
Note: Scan the QR code to take you to the YouTube video. For more
details watch the video.

Removal of the hidden plastic rivet trim (For both sides)
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Remove the outer 6 Windscreen small torx screws
in the front. On the back side upper fairing, pull
the tab up to dislodge the fairing shown on the
left picture. You can now remove the windscreen
and replace it with your favorite Zero Gravity
Windscreen.
Note: Scan the QR code to take you to the YouTube video.
For more details watch the video.

Front Fairing Fairing / Windscreen Removal

Remove the two fairing screws shown left in the
circle. This will give you ample space to remove
the front windscreen and allow the wellnuts to slip
in and out.
Note: Scan the QR code to take you to the YouTube video.
For more details watch the video.

Front Fairing Screw Removal


